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CORRIGENDUM – I 

 

 

IGL/ET2/CP/CC17861 16.01.2024 

 

SUBJECT: SUPPLY OF 3000 WL TYPE-1 CNG STORAGE CASCADES 

This has reference to tender document no. IGL/ET2/CP/CC17861 for the above subject 

requirement. 

The subject tender is modified to the following extent: 

1.0 The due date of submission of bid is extended till 23.01.2024. Consequently, clause no. 

5.0 – “Details of Tender Documents” under Section-I (IFB) on page no. 07 of the tender 

document may be read as: 

Bid submission due date and time 23.01.2024 at 1430 hrs IST 

Bid Submission at https://petroleum.euniwizarde.com/ 

Techno-commercial bid opening 

date and time 
23.01.2024 at 1500 hrs IST 

 

2.0 Clause no. 6.12 of Scope of Work (Section - V) on page no. 78 of the tender document   

may be read as follows: 

           6.12 PAINTING 

EVERY CYLINDER IS PAINTED WITH THE APPROPRIATE IDENTIFICATION 

COLORS SPECIFIED IN IS: 4379:2021 FOR INDUSTRIAL CYLINDER 

 

COLOR OF THE CYLINDER SHELL --- WHITE 

COLOR OF BAND AT NECK AND OF CYLINDER ---- WHITE 

COLOR OF THE FRAME ---- YELLOW 

 

 The paint shall be chosen, primed and applied as to have a service life of three (3) 

years. The exterior surface is required to be corrosion free for Three (3) years and 
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to have faded free life without oxidation of paint surface for three years in an 

environment of bright sun light with an intense UV content.  

 Surface preparation by Shot Blasting as per grade SA 2 1/2, IS 9954 / ISO 8501/ 

IS 7285 (Part 2):2017. Three coats of paint shall be applied with minimum 

thickness of 300 micron. The recommended painting system should be of Category 

C5–I Very high (Industrial) as specified in the Standard ISO 12944 Part 1 to 8. The 

proposed Painting system shall conform to Table A 5 of ISO 12944 – 5 Standard. 

Note: Please visit our website for necessary updates.  

All other terms and conditions of the subject tender documents remain unaltered. 

The corrigendum –I becomes the part of the tender document and must be submitted along with 

the offer duly signed and stamped.
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