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CORRIGENDUM # 3 

SUPPLY, INSTALLATION, TESTING, COMMISSIONING AND 

MAINTENANCE OF CCTV SURVEILLANCE SYSTEM AT IGL SV 

STATIONS 

 

TENDER NO. IGL/ET2/CP/CP17885 dated 06.02.2024 

Tender Ref. No.: IGL/ET2/CP/CP17885 

Tender date: 06.02.2024 

Owner: Indraprastha Gas Ltd. 

Corrigendum Date: 01.03.2024 

 

Section Existing Clause Clause Amendment/Creation/ 

SCC 10.0 

PAYMENT 

TERMS 

 

PART-A: 100% PAYMENT** RELEASED ON COMPLETION OF SUPPLY, 

INSTALLATION, TESTING & COMMISSIONING OF CCTV & ITS RELATED 

EQUIPMENT.  

PART-B: 100% PAYMENT** ON COMPLETION OF INSTALLATION OF 

SOFTWARE AND SOFTWARE USE CASES.  

PART-C: 100% PAYMENT** OF INTERNET BANDWIDTH 

CONNECTIVITY.  

PART-D: 100% PAYMENT** OF SUCCESSFULLY EXECUTION OF 

MONTHLY CAMC. NOTE:  

**100% PAYMENT FOR PART-A, PART-B, PART-C, PART-D SHALL BE 

RELEASED AFTER SUBMISSION OF RELEVANT DOCUMENTS AS 

REQUIRED BY EIC.  

Payment terms  are requested to be modified as below : 

10.1     PAYMENT TERMS:  

PART-A: 100% PAYMENT** 70%  RELEASED ON  SUPPLY,  20% on INSTALLATION, 

and balance 10% on TESTING & COMMISSIONING OF CCTV & ITS RELATED 

EQUIPMENT.  

PART-B: 100% PAYMENT** ON COMPLETION OF INSTALLATION OF SOFTWARE 

AND SOFTWARE USE CASES. 

PART-C: 100% PAYMENT** OF INTERNET BANDWIDTH CONNECTIVITY.  

PART-D: 100% PAYMENT** OF SUCCESSFULLY EXECUTION OF MONTHLY CAMC. 

NOTE: **100% PAYMENT FOR PART-A, PART-B, PART-C, PART-D SHALL BE 

RELEASE AFTER SUBMISSION OF RELEVANT DOCUMENTS AS REQUIRED BY EIC. 

SCC 1.2 

TECHINICAL 

VOLUME 

 

7. Thereafter the authentication client generates automatically new one-time 

passwords. The passwords should change periodically for 30 seconds and should 

kept in sync as the clocks of the CMP and the authentication app have same time. 

Bidder Scope Includes:  

Thereafter the authentication client generates automatically new one-time passwords. The 

passwords should change periodically for 30 seconds and should kept in sync as the clocks of the 

CMP and the authentication app have same time.  

Technical 

Volume  

PART-A,  

SECTION 1.3 

Supply & installation of LPU, Local/Lower Processing unit at site Included Acceptable Makes:  

 

Dell/HP/Lenovo/NUVO 

 

SOR ITEMS 

Currently SOR items is mentioned below 

16- Supply & installation of full/Ultra/Better HD 55 Inch LED Screen  

compatible with Server.  

19 - Software Use cases per camera- 392 Nos 

To be read as: 

16- Supply & installation of full/Ultra/Better HD 42 Inch LED Screen compatible with Server.  

19 - Software Use cases - 392 Nos 
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COMMERCIAL 

VOULUME 

SECTION-I, 

CLAUSE 7.3 

CLAUSE 7.3 (C) 

Point no. 5 

Any other document required for qualification against BEC clauses.  

 “Manufacturer Authorization Form” not mentioned 

Manufacturer Authorization Form (MAF) required for Camera, NVR, LPU, Server, Wireless 

Router, Network Switch, VMS software till the duration of the contract. 

Technical 

Volume  

PART-A,  

SECTION 1.10 

Supply & installation of Customized flame proof 10U RACK Make: Customized  

1. It should be 4U wall mountable network racks having key lock in front glass 

door, with power distribution panel (5A) and Top & Bottom cable Insertion 

provision. Suitable for installation of switches & cameras PoEs. 

Supply & installation of Customized flame proof 10U RACK Make: Customized  

1. It should be 10U wall mountable network racks having key lock in front glass door, with 

power distribution panel (5A) and Top & Bottom cable Insertion provision. Suitable for 

installation of switches & cameras PoEs. 

Technical 

Volume  

PART-D,  

SECTION 1.0 

 Currently mentioned as 

13. Hooter at every site connected to LPU 

To be read as: 

13. Hooter (12V/24V DC, 110db,  range-10 meters) at every site connected to LPU 

Technical 

Volume  

PART-B,  

SECTION 1.0 

2. The OEM of offered product should have its own research and 

development center in India with a team of dedicated engineers directly 

employed on rolls. 

 

8. OEM of VA Software should have deployed 2 analytics use cases in 

atleast 3 Outdoor project with minimum 100 cameras. PO Copy should be 

submitted. 

  

9. OEM shall have a Development Centre/office in Delhi/NCR so that 

customization can be done centrally as per the requirement. 

2. The OEM of offered product should have its own research and development center in 

India with a team of dedicated engineers. 

 

8. OEM of VA Software should have deployed 2 analytics use cases in atleast 3 Outdoor 

project with minimum 100 cameras. PO Copy should be submitted. OEM should submit 

the PO from Authorized Partners / System Integrators. 

 

9. OEM shall have a Development Centre/office in India so that customization can be 

done as per the requirement. 

 

Technical 

Volume  

PART-A,  

SECTION 1.2 

Clause - 13 

  

13. HDMI 2 or more HDMI ports  

 

13. Point Removed 

Technical 

Volume  

PART-A,  

SECTION 1.12 

 

1. CPU Intel® Core i7-11700 @ 2.50 GHz or better  

2. Memory 1*16 GB DDR5 (Expandable 32 GB)  

3. Storage Disk 3.5” 1TB HDD & 512GB SSD free space for DSS Client- 

Factory Fitted.  

 

1. CPU Intel® Core i7-1355U @ 5.0 GHz or better  

2. Memory 1*16 GB DDR5 (Expandable upto 64 GB)  

3. Storage Disk 3.5” 1TB SSD & 1TB SSD free space for DSS Client- Factory Fitted.  

Technical 

volume  

Section 1.2  

Clause 1,4 

Supply & installation of Server Specs to be placed at Kaka Nagar  

Acceptable Makes: DELL/HP/LENOVO  

1. Processor Intel Xeon  

4. RAM memory: 128 GB and expandable 512 GB  

 

Supply & installation of Server Specs to be placed at Kaka Nagar  

Acceptable Makes: DELL/HP/LENOVO  

1.Processor Intel Xeon 4th Gen or better 

4. RAM memory: 128 GB operating at 4800 MT/s and expandable 512 GB  
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Technical 

volume 

Part-A  

Section 1.1 

Clause 24 

24. ONVIF Certificate Yes (ONVIF certificate to be provided) 24. ONVIF support required for integration of camera, NVR & VMS. (ONVIF support 

to be provided). 

 

 

Note: 1. All other terms & conditions of tender document remain unaltered. 

          2. Bidders are requested to visit IGL website https://www.iglonline.net / IGL's tendering website https://petroleum.euniwizarde.com regularly for further announcement. 

      3. Bidders must submit this Corrigendum duly signed and stamped along with their bid as a token of acceptance.  

https://www.iglonline.net/
https://petroleum.euniwizarde.com/

